ENDURA-STONE (FRP)

- j o

Load Bearing & Decorative Options
Interior & Exterior Application
Architecturally Correct
Water/Heat/Cold Proof

Cost Effective

Available to Ship in 24 Hours
Lifetime Warranty

ENDURA-CRAFT (EXPANDED CELLULAR PVC)

Virtually Unlimited Sizes & Designs
E-Z Lock Joint Assembly
Wood-Like Feel and Workability
Water/Heat/Cold Resistant

Cost Effective

Pre-Colored White

Lifetime Warranty

www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470

E-mail: sales@accord-design.com 714-256-2400 714-256-2402



COLUMN CAPS & BASES
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ROMAN IONIC SCAMOZZI TEMPLE OF WINDS
column capital capital screll to column  capital capital scroll to column capital capital
diameter height abacus scroll diameter height abacus scroll diameter height abacus
§" 244" B-1A'xB-1/4" B 14578 6" 242" G 14xe-14 T3 6" [RiCh 7-7i8"
8" 3-1/2"  9-1/2"xB-3/8"  13-1/4"x8-5/8" 8" 338" oaqmxe1e 9-1/2"x9-142" 8" 6-3/4" 10"
10° 4-3/47 12-1/4"% 10-1/2"  14-1/4"x10" 10" a-1/8" 14"x13-1/8" 13-1/8"x13-1/8" 107 8-7/8" 13-1447
12" 57 12-78'x12:5/8"  15-7/8"x10-3/4" 12" 5-1/8"  15.7/@%14-1/4"  14-1/2x14-1/2" 12" 10-14" 15- 144"
14" 5-5/8" 17-3B8'x16-7/8" 22-347x15-1/2" 14" 53/4"  17.3/@7%16-7/8" 18-58'x18-1/2" 14" 14" 21"
16 6-3/8"  187x17-7/8" 23 127x15- 78" 16" 5787 187x17-7/8"  21-34'x21-5/87 167 163/ 22-3/47x22-5/8"
18 6-1/2" 21"%21" 26"%18-1/2" 18" 738" 217%21" 23-1/2"%23-1/2" 18" 183/ 257w25-58
207 9-1/4" 25-18"x24-1/2" 31-3/@8"x22-18" 207 81/2° 25.q/87x24-12" 25-1/2"%25-1/47 20" 21-3/8" 28-3/8"x28-1/4"
24" - 257%24-5/8" 32-5/8"x21-38" 24" 11-1/4"  257xp4-5/8"  34-58'%x34-1/27 249" 26" 30-7/8"x30-3/4"
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ROMAN DORIC ORNAMENTAL EMPIRE ROMAN CORINTHIAN
column capital capital column  capital capital scroll to column  capital capital
diameter height abacus diameter height abacus scroll diameter  height abacus
& 4-1/8" 8-3/4'%8-5/8" 8 3-1/27 9-3/87%9-1/8"  9-1/2'%9-1/2" 6" 7-1/8 9-3/8"x9-1/4"
8 4-142" 10-3/8" 8 4 107%10-1/4" 10-1/8" £ 8 8-3/4"  12.3/8"x12-1/8"
10" 5-3/4" 13-5/8" 1o 558" 14-18"x14-144" 13-142" 107 A 11-7/8"
12 i 15-1/2" 12 7" 17-3/8"x16-7/8" 17-38" E 12" 13-3/4" 14"
14 7-144" 17-12"17-1/2" 14" 712" 20-3/8"x20-1/4"  21-1/2"x21-3/8" 147 15-144" 18-1/8"
16" 10-7/8" 23-5/8"x23-12" 16 B-1/2"  21-3/4°x21-5/8"  23'x22-7/8" 16 178" 23-58"%23-1/27
18" 10" 30-3/47x30-5/8" 30-1/4"x30-1/4" 3 21-18" 28"x27-3/4"
207 245347 38-1/2'%38-1/2"
7 247 273147 42"xd2"
2 {*] add 5/8" for plug height
[ A & *
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GREEK ANGULAR IONIC GREEK ERECTHEUM
column capital capital column  capital capital scroll to
diameter height abacus diameter height abacus scroll
g 4118 9-5/8"x9-1/2" 6 314" 634612 8-1/47%5-5/8"
10" 578" 151/2'x15-3/8" 8 384 7-3/47x8" 11-8/4°
12" 6" 18-1/4"%16-5/8" 10 534" 10-7/8"x10-1/4" 17"
12" 6-3/4"  13-5/8"%12-7/8"  20-3/8%13-1/4"
14 i 15'%14-1/47  20-3/47%13-3/8"
16" 9-1/4"  17-12'x17-3/87  25-7/87%17-1/4" |k
Lidh!
www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470
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COLUMN CAPS & BASES

CUSTDM CUTS : e TUSCAN CAPITAL

column round abacus total
/» dameter E  F S H | GH
6" 12" 313" 31320 1118 712" 2-1/32"
H A i J 8 12" 134" 1516 13/@ 978"  2-11/16°
10" 3/4" 158" 1-13/16" 1-3/4°  125[2° 3.9/16"
12" 304" 1-8/32° 1-29/32" 2° 1458 3-29/32°
B — 1 = 14" 1" 20/32° 215/32° 26/16" 163132° 4.25/32°
R — T{*]‘ 16" 1 2147 223032 223/32° 198132 5716
B = = F 18" 1" 244" 231327 231/32° 215/16"  5.15/16
& I:I i T 3 = 20" 1-5/H6° 234" 348" 3THE 244" 69116
E 24" 1-5/8"  4-34"  3-3/16" 418" 2834 75016
|
F L i
L c o = .
G J
y TUSCAN BASE
o f coluinn plinth base moulding total
D i ( diameter A B [ D B-D
6" 7-31/32" 112" 1-1/4” 15[32"  3.7/32"
8’ 10-7/8" 1-7/8" 1-3/4" 58" 414"
10" 13-1/2" 2-3/8" 2-1/8" 3/4" 5-1/4"
127 16-1/4" 2-3/47 2-3/8" 78" 6"
D 14" 18-19/32" 3-11/32°  3-31/32" 1" 7-516"
- -~ .; 16 21-5/16" 3-27/32 311327 118" B-516
PLAN TY PE APP“EA’"UNS B 18" 24-1/32"  47/32° 331327 138" 9916
1 ! 20" 27 4-3/4" 4-1/6" 184" 10916
i —A— 5 = = = m =
24 32142 5.3/4 5114 214" 13-1/4
A/E unsplit'whole
B 1/4 cut out for outside corner
C 1/4 cutout for pilaster i
D/F  splitin 1/2 (two halves) ,J - ATTIC BASE
Q 1/4 cutout for inside corner ,&_ column plinth base moulding total
H ( diameter A B c D E F B-F
L cutout for outside flash wall wrap & nja nfa nfa nfa nja n/a nfa
K cut out for a wall wrap & 10-7/8" 1718 1 78" EZS 12 5-1/8"
10" 13-1/2"  2-3/8"  1-U4" U8 7RT 58" 6-14°
G cut out for an inside cormner 12" 16-1/8" 234" 12" 1-3/8" 1 s T
H cutout for an outside corner i P 1 14" 18-1/2°  B5/16°  1-3/4°  1-21/32° 114" 11167 8-21/32"
= — Yo | 18" 21-3(16" 334" 27/32° 17/ 1-15/32° 1318 1018
) ) i s “‘_-d o 18" 23-1516" 47/32° 2-11/32° 28 17ME° 118" 1147
ﬂ:isém;%;f;gxgﬁﬁs L 20" 271167 4304 2.1116" 2.3)8 134" 1.7/16" 13"
cutout plan types - A d 24" 32-1/8" 534" 3516 21318 218" 134" 1534

www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470
E-mail: sales@accord-design.com 714-256-2400 714-256-2402
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SHAFT SPECIFICATIONS
= tuting Endura-Stone™ columns are the first
- Z ¥ outside diameter inside diameter specifications . i
choice among builders and homeowners
fatom. o8 poviom e pUmBer Wi alike. These commercial-grade columns
a8 4-7/8" 4-3/4" 3347 nfa nfa 3 g i
¥ G o pr— are perfect for both exterior and interior
o B a3 T34 R applications and feature historically ac-
12 0 10-347 94 Z curate architectural designs and propor-
W wAE AR O Gl tions. Manufactured from a non-porous
16" 13-1/87 13- 12" 24 nfa o
, e e g material, Endura-Stone columns are
50" 1638 B 1408 24 a impervious to natural elements like water,
a 1938 22 8 24 nia heat, COid, and even insects!
| column available column load bearing
available in diameter lengths capacity
| SIFICF a" GBxE  6'xB 6,000 Ibs
8IFCF a %8 B'x8 8" i 10,000 Ibs
| SIFICF 107 107x6"  107x8" 107x9 10"x10° 107x12° 14,000 Ibs
SIFICF 127 127x6 127xB° 1279 12'%10° 127x12° 127x14° 12"x16' 18,000 Ibs
| SICF 47 1476 147xB 147x@ 14100 147120 147x14T 1416 20,000 Ibs
SICF 1687 166 167x8" 167x8 16'x10° 1687x12" 167x14" 16"x16' 16'x18 16"x20' 20,000 Ibs
SICF 187 18™x6' 187™xB’ 187x9 18"x10' 18«12 18™x14” 18"x16' 18'x18 18"x20" 18"x22' 18"x24' 20,000Ibs
207 200x6 207xB 20797 20"x100 207127 207x14° 20"x16 20'x18 20'x20° 207%22" 20"x24' 20,000 Ibs
| EC 227 22xE  22°xB  227x9° 22"x100 22'x12° 227x14" 22"'x16 22'x18 22'x20° 22'x22' 22'x24' 20,0001bs
247 24E 24™xB 247x9° 24"10 24712 24"x14" 24"x16 24"'x18  24"x20 24"x22' 24"x24' 20,0001bs
EC 307 307xE' 30°x8 307x9° 30"x10° 30712 307x14" 30"x16° 30'x18 30"x20" 30"x22' 30"x24' 30,000 lbs
1 EC 3687 36«6 36™x8 36™x9 36'x100 368x12° 368™x14° 3616 36'x18 36'x20 36'x22" 36'x24° 30,000Ibs
available in - § / smooth | £/ fiuted | CF / eustom fluted | EC / Endura Classic
£ . o ...
B

www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470
E-mail: sales@accord-design.com 714-256-2400 714-256-2402




ENDURA-SERIES COLUMNS

Round Non-Tapered

ROUND NON-TAPERED / SHAFT AVAILABILITY

ENDURA- column Available Column load bearing

STONE™  diamter Lengths capacity
SICE g 8@ 8w 10,000 Ibs
SICF 100 10k 107100 14,000 Ibs
SICF 127 12'x8 127%10° 12%12° 18,000 Ibs
S/CF 14" 1478 147100 147%12" 14718 20,000 Ibs
S/CF 16" 16"x8' 16710 *16°x12' *16"x14' *16"x16' *167x18" “16"x20" *16"x22" 20,000 Ibs
S/ICF 18" 18"x8' 18710 *18'x12' *18"x14' *18"x16' *18"x18" “18"x20" *187x22" 20,000 Ibs
S/CF 20" 20'x8 207x10° "20%12° *20'x14' "20°% 16’ *207x18' “20"x20° "207x22" *20724' 20,000 Ibs
S/CF opn 22'xB 2270 "22°12 122°x14'"22"x16' 22l 22'w20" 122722 20,000 Ibs
SICF 24" 24'%8 247x10° 24712" *24"x14' 24°%16' *247x18 “24" k20" 12422 24" 24’ 20,000 Ibs
S/CF 28" 28"x8 287100 "28'x12' "28'x14'28"x16' 287x18’ 28'x20' 28'x22' 28"x24 20,000 lbs
SICF 307 307x@ "30°x10' "30"x12' *30"x14' *30"x16' *307x18" 30"x20' 30"x22' 30'x24' 30,000 Ibs
SICF 36" 26"x8' "367x10' *36"x12' *36'x14' "36"x 16" “367x18 36'x20° 36"x22' 36'x24’ 30,000 Ibs

avaitable in - S/ smooth | CF / custom fluted
height can be adjusted to exact dimesnsions

* = Endura-Classic

ENDURA-STONE™

ROUND NON-TAPERED

SHAFT SPECIFICATIONS
outside diamter inside diameter
bottom  top bottom top

ER a 634" 634"
10" 10" 838" 838"
12" 12" 10-34"  10-3/4"
19" 14" 11-12" 142"

please visii www. for moare

www.accord-design.com

E-mail: sales@accord-design.com

ENDURA-STONE™ ROUND
NON-TAPERED

G | TUSCAN CAPITAL
3 [ F ediumi round total
b _T diameter e N e e
T 8" 1-5/16" 1-3/18" 9.7/8"  2-11116"
D 1o 1-13/16" 1347 12-1/8"  3.9/16"
= 12" 1-7/8" 2 14-5/8" 3-7/8"
14" 22" 2-5(16" 17" 4-15/16"
ENDURA-STONE™ ROUND
NON-TAPERED
— TUSCAN BASE
e
D column plinth base moulding total
l diameter A B e b 8.0
[ >_E a 10-7/8"  1-7/8" 1-3/4"  5/8" 414"
| B 0 13- 25 2-1/8" 54" 5147
| 2 16-114" 2347 2:3/8" 78 8"
A I 14" 1858 3516 & 1" 7-5/16"
-k
_E
+ ENDURA-STONE™ ROUND
LS NON-TAPERED
L | ATTIC BASE
column plinth base moulding total
diametel A B [+ D E F B-F
8 078" 178" 118 7 34 5-1/8"
10" 13-1/2" 238" 1147 1-1/8" 78" 58 6-1/4"
12 16-1/8"  2-3/4" 112" 1-3/8" 1 5/8" 714"
14" 18-1/2" 35116 1-3/4" 1-5/8"  1-1/4" 11/18" 8.5/8"

Ph: 800-604-2450

714-256-2400

Fax: :800-604-2470
714-256-2402



ENDURA-STONE COLUMNS

Square Non-Tapered @

SHAFT SPECIFICATIONS
outside diameter Iinside diamter fiuting specifications
bottom top square number width
N 6" 4 3/ lside 2
8" 8" g 3/4" 5/side 1
10" 10" a8 3/4" Siside e
12" 12" 10° 34° 5/side 1
14" 14" 1212 Slside 1 144"
SHAFT
column concentric
diameter available column lengths load limits
& 6% 6"x9 67x10 5,000 os
S/AF S/AF S/AF
a 88 8"x9 a7x10 10,000 fos
S/FARPM SIHAFPM S/FAFPM
10" 107x8 107°x9 10"x10 107x12 12,8000 Ios
SiIAFM SIAFM SIAFM SIAF
12t 1278 127%9 12"%10 127x12° 12714 12"¢16 48,000 Ibs
SIAF SIAF SIAF S{AF SIAF SIAF
14" 1478 147x9 14"x10 14712 14714 146 20,000 Ios
S/AF SIAF S/AF S/AF S/AF  S/AF
available in - 8/ smooth | F / fluted | CF /custom flute | P/ Paneled| M/ Recessed Panel

TUSCAN CAPITAL
column round abacus total
diamete E F G H I GH
: | i 6 1 11/16" 87/16" e T2 2152
I 1 — 8 TE16" 176 1-174" 138 e 21
\ r_H 10" 1-13/16° 1-3/4" 13-14" 134" 13-7/32" 3-9/16°
\ . - /G 2 TS z 714" z 71 ENCR
| | F ey 2427 2616 WG 2516 181116 4-1316"
C )
ITE TUSCAN BASE
column plinth base mouldiung total
/ diameter A B ¢ D B-D
6 8 2 1-1f8” 18627 GifE
D a" 11-3/8" 1-7/8" 1-3/4" 518" 4-1/4"
l 10" 1312 238" 21/ 34" 5104
€ b © e 7 234" 2.3/8" 73 &
| l B 14" 18136 338 25/16" N6 e
i—- A ‘J| PEDESTAL BASE
for use with base square height
8" square column 15"x15" 42-1/2"
www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470

E-mail: sales@accord-design.com 714-256-2400 714-256-2402



ENDURA-CRAFT COLUMNS

Square Non-Tapered Column Wrap

SQUARE NON-TAPERED ENDURA-CRAFT
SHAFT AVAILABILITY & PANEL

shaft specifications
nominal net inside
width  width  diamter
6'x4"  B'x5'  6'x6 6'x8 6"%10
S/F S/F Sk S/F S/F
8'x4" 8'x5' 8'x6 8'x8 8xi0
| 8’ 7-7/8"  &-7/8"

S[FP  S/FP SFP  S/FP S[FPIM

L 10'x4" 10'x5" 10"x6' 10"x8' 10'x10'
10 10"  9-5/8" 8-3/8"

S/FIP S/FP  SFIP  SIFP SFPIM

2 12°x4°  12'x5" 12°x6" 12'x8' 12'x10’ -
S/F/P  S/FP  SFP  SFIP S/FPM

WE CAN DO ANY SIZE

column

widthh available column lengths

6"  5-5/8" 4-5/8"

11-5/8" 10-3/8"

Custom Sizes Available
e [ ] L ]
Quick Installation

Available for QuickShip

[ ] [ ] L ]

Lifetime Warranty

Perfect for Wrapping Posts

L) L] L

Water Proof

Insect Resistant

k F J TUSCAN CAPITAL & BASE
‘z :E column base specifications capital specifications
— width A B-C F E-D
_j— C 6" 8-1/16" 3-1/4" 8-7/16" 2-1/16"
‘— — 8 10-7/8" 4-1/4" 11-1/4" 3-1/8"
_B 10" 13-1/2" 5-1/4" 13-7/32" 3-9/16"
e A 1 T 7 8 174 a7/

— A —

B A—
PRAIRIE CAPITAL & BASE

- T
I 1

— A —d — A —
STANDARD CAPITAL & BASE

outside cap/base cap height base height outside cap/base  cap base

Low-Price Guarantee width width A B [ width width A  height height
AR 6’ 67/8"  7-14" 9-1/4" 6  81/8" 314 314
_ _ g’ 878 714 9-1/a" 8 10-1/8 &14 314
Multiple Shaft, Cap, and Base Options 100 107/8° 714 9-1/4" 100 12-1/8° 514" 314
127 zme 74 9174 12 148 314 314"
PRECISION MITER JOINTS AVAILABLE PANEL STYLES
E-Z Lock ‘ ‘ ]
Assembly [Re— - '
PLAIN FLUTED RECESSED PANEL RAISED PANEL

A/

"SQUARE CORNER
RAISED PANEL

www.accord-design.com

E-mail: sales@accord-design.com

Ph: 800-604-2450
714-256-2400

ax: :800-604-2470
714-256-2402



quare Tapered Colum Wap

SQUARE TAPERED EDURA-CRAFT SHAFT & PANEL

SPECIFICATIONS
shaft specifications
column available column column bottom column top
width legnths

nominal net  nominal net
width width width  width

12" 1274 127x5" 12"x6  12"x8' 12 11-5/8" B 7-5/8"

16" 16"%4"  167x6  16"6" 16" 16" 15-5/8" 12" 11-6/87

200 200x4"  207x5  20'x6  20'x8 20" 19-5/8" 4" 13-5/8

247 2474’ 247xE 24"6 24'x8 15-5/87

WE CAN DO ANY SIZE

PLAIN RECESSED PAMNEL RAISED PAN

. E )
AN - s

b A A
STANDARD OPTIONAL CROWN OPTIONAL PRAIRIE
CAPITAL & BASE CAPITAL & BASE CAPITAL & BASE
base capital base capital base capital
pecifications pecifications specifications specifications specifications specifications
column column column
wiath ~» P 8 € wdh ~» P B C wiath A P 8 ¢
12" 15-5/8" 114" 11-5/8" 218" 12" 17-5/8" 4" 13-5/8" a 127 15-5/8" 4-1/4" 11-5/8" 4-1j4"
167 19-5/8" 11/8° 15-5/8" 218" 16" 21-5/8" a4 17-5/8" 47 16" 19-5/8" 4-1/4" 15-5/87 4-1/4"
207 2358 1147 17-58" 218 20" 25-5/8 ¥ 1958 & 200 235/8" 44T 175 4147
24" 27-5{8" 114" 19-58" 218" 29" 29-5/8" a4 21-5/8" 4" 24" 27-5/8" 4-1/4" 19-5/8° 4-1/4"
www.accord-design.com Ph: 800-604-2450 Fax: : 800-604-2470
E-mail: sales@accord-design.com 714-256-2400 714-256-2402



